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IDC (Insulation Displacement Connector)
For #16–14 AWG Wire

U.S. Patent No. 5,022,868 and other international patents
For exact finish specifications and available special finishes, see Finish Table (page 106).

For exact finish specifications and available special finishes, see Finish Table (page 106).

Loose Part No. 1174

Reeled Part No. 6174

Mounting Type Outward or Inward Splay

Material Thickness/ 0.032" (0.81mm)
Type Brass

Standard Finish Loose: 100% Tin over Copper
Reeled: 100% Tin over Copper

Wire Gauge Range #16–14 AWG

Mounting Hole 2 holes
Diameter 0.080" ±0.003" (2.03mm ±0.076mm)

on 0.200" (5.08mm) centers

Applicator System Loose: ZPT-1174
Reeled: Model 9700, 9700 XY
Wire Term Tool: WTX-XXXX-X
Wire Termination Press: Model 5500

Loose Part No. 1185

Reeled Part No. 6185

Mounting Type Outward or Inward Splay

Material Thickness/ 0.032" (0.81mm)
Type Brass

Standard Finish Loose: 100% Tin over Copper
Reeled: 100% Tin over Copper

Wire Gauge Range #24–18 AWG

Mounting Hole 2 holes
Diameter 0.058" ±0.003" (1.47mm ±0.076mm)

on 0.200" (5.08mm) centers

Applicator System Loose: ZPT-81A
Reeled: Model 7000, 9700, 9700 XY
Wire Term Tool: ZPT81-A-SPL
Wire Termination Press: Model 5500
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IDC (Insulation Displacement Connector)/Quick Disconnect Tab
For #24–18 AWG Wire
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